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Lenzing FR® is an inherently and permanently non-lammable 
cellulose ibre, which provides excellent protection against heat 
and lame. It also offers high comfort of use with extra breathability 
and minimum heat shrinkage. 

EN ISO 11612
A1 B2 C1 F1

EN 1149-5 EN 13034+A1
Typ 6

EN 61482-1-2
class 2 (7kA)

EN 343

Use:

GoodPRO SF3 Alex is an all-purpose multi-norm protective suit 

with a wide range of use. Designed for petrochemical and gas 
industry, power engineering, reineries and ADR transport.
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Material:
Outer layer:   65% Lenzing FR®, 22% aramid, 12% polyamide,  

1% Belltron, weight 250 g/m2

Inner layer:   50% Kermel®, 50% Lenzing FR®, laminated PU 
membrane, weight 170 g/m2

2-layer multi-norm protective suit made of 
innovative inherently and permanently non-
lammable materials Lenzing FR®/aramid/
polyamide which ensure a high level of 
protection. Constructed with a vapor barrier 
(waterproof breathable membrane with lining), 
detachable waterproof hood and back extension 
on jacket, the suit offers a reliable protection 

against water, rain and wind. Available in blue-
grey combination with 3M silver relective tapes. 

Suit GoodPRO SF3 Alex


